
Induction Heater (Bearing Heater) & Oil Injectors

Induction Heater (Bearing Heater)
Specs:
Max. Work piece weight: 300kg (662lb)
Bore diameter range: 60-600mm
Operating area: 250x25mm
Voltage: 400-460V / 50-60Hz MV
Temperature Control: 20 to 250°C or 68 to 482°F
Max temperature: 400°C or 750°F
Oil Injectors
Specs:
Maximum pressure: 400MPA (58,000 psi)
Oil reservoir capacity: 200cm3
Connecting threads: G ¾
 

We not only supply bearing , but also sell:oil seals,washer,lubricator,bearing ball,hydraulic
pump and other accessories.
If you have any inquiries, welcome to send us,we will quote you our favorable price
promptly.
Hope we have honor to serve for you.

Have a nice day!?

Distributor Bearing Wholesalers Inc
Ada-Sales Manager Tel:(65)-3159 1338 Fax:(65) 3159 1339

Email: ada@jbbearings.com

ADDRESS: ANSON ROAD INTERNATIONAL PLAZA SINGAPORE 079903
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Warehouse Address?
1) 1586 Tampines Industrial Avenue 5 Singapore 526818
2) 1262 Waterford Way, Suite 400 Miami, FL 33126 U.S.A.
3) 181 Dixie Road Mississauga, Ontario L8T 1P6 Canada

 

We not only provide industry-leading products, but also the best support in the industry.
Our sales support organization is dedicated to providing our customers and distributors with
the information they need.
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